HYUNDAI IT Video Wall
Installation Cases

Casino

Location: Casino Information & Hall
Product: 46" Super Narrow, 6x7
Application: Info & Media Art Wall

Corporate Promotion Hall

Location: Seoul, Korea
Product: 46" Super Narrow, 4x1

Application: Information Screen

Chain Store

Location: Korea & Indonesia
Product: 46" Narrow Bezel 1x3
Application: Information Screen

Car Dealer Shop

Location: Busan/Jeonju, Korea
Product: 46" Narrow Bezel, 1x3
Application: Media Art Wall
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Car Dealer Shop

Location: Europe (France, Germany)
Product: 46" Super Narrow, 2x2
Application: Advertisement Screen

Promotion Hall

Location: Seoul, Korea
Product: 46" Super Narrow, 3x2, 4x3
Application: Advertisement Screen

Sport Shop

Location: Warsaw, Poland
Product: 55" Narrow Bezel, 2x4
Application: Info & AD Screen

HEAD OFFICE
HYUNDAI'IT CO., LTD.

5F, 36, Sangil-ro 10-gil
Gangdong-gu, Seoul, 05288
The Republic of Korea

Tel: +82 70 7008 0151

Fax : +82 70 7008 0132
E-mail : ssoh(@hyundaiit.com
www.hdit.co.kr

Shopping Mall
Location: Seoul, Korea

Product: 46" Narrow Bezel 1x33
Application: Advertisement Screen

HYUNDAI'IT
AMERICA CORP.

2051 Junction AVE., Suite 112
San Jose, CA 95131, USA
Tel: +1 408 954 8920

Fax:+1 408 954 8924

E-mail : sales(@hyundaita.com
www.hyundaiit.com

Corporate Staff Lounge

Location: Incheon, Korea
Product: 46" Narrow Bezel, bx1
Application: Media Art Wall

Retail Shop

Location: Madrid, Spain
Product: 46" Super Narrow, 3x3
Application: Information Screen
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Mall Entrance

Location: COEX Mall Seoul, Korea
Product: 46" Narrow Bezel, 3x5
Application: Info & AD Screen

Airport Baggage Claim

Location: Larnaca, Cyprus
Product: 46" Narrow Bezel, 3x3, 2x2
Application: Advertisement Screen

HYUNDAI'IT
EUROPE GMBH

Borsig Str. 11-13, 65205
Wiesbaden, Germany

Tel: +49 (006122 70342 10
Fax : +49 (016103 38878 110
E-mail : sales(@dhyundaiit.eu
www.hyundaiit.eu

www.hdit.co.kr

Video Wall
Digital Signage

Information
more than your imagination
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GENERAL SPECIFICATIONS

Exterme Narrow Bezel

Product Type Extrem Narrow Bezel Super Narrow Bezel

FEATURES

Exterme Narrow Bezel Design

Daisy Chain Control

178° Wide Viewing Angle
High Resolution

24 /7 Operation
Landscape / Portrait Mode

Model D55EFB D55NFB D46DFB
Screen Size 55" 46"
Active Display Area (mm) 1209.6 x 680.4 1018.35x 572.54
Resolution 1920 x 1080
Display Panel Brightness (cd/n, typ.) 500 700 [ 500
Response Time (ms, GTG) 8
Viewing Angle (H° / V°) 178°/178°
Life Time (hours) 60,000 50,000
Resolution 1920 x 1080
DP(Option] | HDMI | DVI | VGA(D-Sub) |
Input DP(Option] | HDMI | DVI | VGA(D-Sub) Component(BNC) Video/Audio
P PC Audio | RS232C | IR | RJ45(Option) | Composite(BNC) Video / Audio | PC Audio | RS232C
| IR | RJ45(Option)
DVI | Component(BNC) Video / Audio |
. - . Composite(BNC) Video / Audio
gonlt'leitlwty& Output DVI1RS232C | IR | Audio Line Out | RJ45(0ption) IRS232C | IR | Audio Line Out | Speaker (ready) |
ontro RJ45(Option)
Power Input Voltage (VAC) 100 - 240
Power Consumption (w, typ) 170 [ 230 [ 120
Auto Cooling System Yes
Auto Power Control (DPMS) Yes
. . Set (WxHxL) 1211.4 x 682.2x 85 1213.4 x 684.2 x 100
Dimension (mm)
Mechanical Seam (Bezel to Bezel) 18 5.7
Weight (kg) Set Weight 23 215
Wall Mounting Hole (W x H mm) 600 x 400
Environmental Temperature (C) 0~40
conditions Humidity (%) 20~80

Ultra Narrow Bezel

Product Type Ultra Narrow Bezel

Model D46SFB D46UFB D55LFB ‘ D55UFB
Screen Size 46" ‘ 55"
Active Display Area (mm) 1018.08 x 572.67 ‘ 1209.6 x 680.4
Resolution 1920 x 1080
Display Panel Brightness (cd/m)/(typ) 500 700 ‘ 500 700
Response Time (ms, GTG) 8 ‘ 12
Viewing Angle (H*/V°) 178°/178°
Life Time (Hours) 50,000 ‘ 60,000
Resolution 1920 x 1080
Input DP(Option) | HOMI | DVI | VGA(D-Sub) | Component(BNC) Video/Audio
| Composite(BNC) Video / Audio | PC Audio | R5232C | IR | RJ45(Option)
Output DVI| Comnponent(BNC) Video / Audio | Composite(BNC) Video / Audio
Connectivity& | RS232C | IR | Audio Line Out | Speaker [ready) | RJ45(Option)
Control Power Input Voltage (VAC) 100 - 240
Power Consumption (w, typ) 120 \ 160 \ 180 \ 261
Auto Cooling System Yes
Auto Power Control (DPMS) Yes
Dimension () Set (WxHxL) 1021.98 x 576.57 x 100 ‘ 1213.4 x 684.2 x 100
Mechanical Seam (Bezel to Bezel) 35
Weight (kg) Set Weight 21 34
Wall Mounting Hole (W x H mm) 600 x 400 600 x 200, 600 x 400
Environmental Temperature ('C) 0~40
conditions Humidity (%) 20~80

* Specifications and designs are subject to change without notice.
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Eye-catching &

eo Wall Displays ||

With built-in video wall function, HYUNDAI Videoi
Wall Displays are dedicated for multi-sereen |
installations. For this reason no additional
equipment, such as video split processors, ill/
be needed. '

Exterme Narrow Bezel Design

With an exterme narrow bezel design, HYUNDAI Video Wall
Displays have reduced the width of screen-joining borders to
only 1.8mm. Combined with the cutting edge function - which
allows displaying the full picture content - the smart design of
HYUNDAI Video Wall Displays ensures a maximum screen

area with a minimum of viewable interruptions.

Color Calibration

HYUNDAI's calibration technology supports in minimizing color
difference across the displays. Factory-tuned for brightness,
color temperature and gamma, so you can experience the
uniformity right out of the box.
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Before Color Calilbration After Color Calilbration

Daisy Chain Control

Control commands can also be distributed over this daisy-
chained network by RS232C/LAN to execute commands such
as controlling, monitoring and even firmware update.

- Controlling
- Monitoring
- Firmware Update

Wide Viewing Angle

Digital Signage usually installed in public place, wide viewing
angle is very important. HYUNDAI Video Wall Display signage
provides a clear and accurate information at any angle with an
extra wide viewing angle of 178 degree.

Conventional Hyundai



